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Fiber Panels and CasseƩes 

BABA COMPLIANT BROADBAND PRODUCT 

 

®OpƟTap is registered trade mark of Corning 

Terminals 

OSP and I/O Drops 

Fiber DistribuƟon Hubs 

FD1xxx Series 

Various Connector OpƟons and Lengths 

 

 
• Standard oval Ňat  
• Toneable and Non-Toneable 

• OpƟTap®  compaƟble and/or SC con-
nector, pre-terminated, blunt 

• SC connector with or without pull eye  

IOFxxx Series 

Various Connector OpƟons and Lengths 

 

 

• Indoor/outdoor rated 

• Pre-terminated w/ SC/APC or Bullet connectors 

• Flexible connector opƟons for easier installaƟon 

FMPxxx & FMPSxxx Series 

1-7 RUs 

 
• 1-7RU Options 

• Single Circuit front access with easy 
circuit idenƟĮcaƟon 

• SC up to 288, LC up to 576 

• 19” and 23” 

FCPSxxx Series 

Various Coupler OpƟons and ConĮgs 

 

 
• Ultra high-density, space-saving design  
• Scalable, flexible deployment platform  
• Future-ready, installer-friendly archi-

tecture, slide pack 

• Patch or Patch/Splice 

FDH288B1XXAB-BABA (example) 

288FDH Cabinet, SC/APC, 24 Fiber Feeder, 
(2) 144F 100' Dielectric Loose Tube, 8" 

Riser, BABA 

 
• CasseƩe based for scalable distribu-

Ɵon count 

• Capacity: up to 576 with SC/APC; 
1,152 with LC/APC 

• SpliƩer module available in 1x4, 1x8, 
1x16, 1x32 and 1x64 raƟo  

• Front and rear door access 

HTB-xxx & HSTxxx Series 

2, 4, 6, 8 and 12 Ports  

Various OpƟons and Lengths 

 

 
• OpƟTap®  compaƟble hardened ports 

• Available in 2, 4, 6, 8, and 12 port con-
ĮguraƟons 

• OpƟon for 1×2, 1×4 and 1×8 SpliƩer 
Terminal Blocks 

• Strain relief cable stub or Stub-less 
OpƟTap®  compaƟble 
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ShuƩered Fiber Jumpers 

2026-BABA_Ordering-Guide_Enginuity_Rev5 

 

CONTACT INFORMATION 

Customer Service:  
customer. service@enginuitycom.com 

800-980-3266  

Technical Support: 
     support@enginuitycom.com  

     800-841-1005  

Enginuity CommunicaƟons 

     3545 Stern Avenue 

     St. Charles, IL 60174  
     www.enginuitycom.com 

Wall Plates 

 

ND-FMSCAPC-BABA (Example) 

NID SFU with Fiber Cable Management, 
SC/APC Adapter, Conduit Grommet LeŌ, 4-

Port Grommet Right, BABA 

 • Indoor/Outdoor Įber demarcaƟon 
enclosure 

• Integrated slack storage and cable 
management 

• SC/APC adapter for connectorized 
drops 

• MulƟple grommet opƟons for cable or 
conduit entry 

 

NDSL-XAAA-BABA (Example) 

Spool NID, Empty, SCAPC Adapter, 4-Port 
Grommet LeŌ and Right, BABA 

 • Pre-terminated or splice-ready fiber 
support  

• Built-in SC/APC adapter for fast in-
stalls  

• Compatible with Enginuity Spooled 
fiber  

• Flexible, sealed cable entry options 

 

NDSS-1AA-BABA (Example) 

NID, Slack SCAPC, 4-Port Grommet LeŌ 
and Right, BABA  

 • Up to 50 ft slack storage with fiber 
management  

• Supports connectorized or spliced 
drops  

• Up to 6 adapters / splice capacity  

• Flexible, sealed cable entry options 

NIDS– Single Family Unit 

 

WP-01XX-W-BABA (Example) 

Wall Plate, SC/APC on leŌ side, White, BA-
BA  

 • Integrated bend radius protecƟon 
and slack storage 

• Available in 1port or 2port SC/APC 
conĮguraƟons 

• OpƟonal shuƩered adapters with 
visual connecƟon indicator 

ESFJ-SASAR3XM-BABA (Example) 

ShuƩered Jumper, SC/APC - SC/APC, 3mm, 
3M, White, BABA 

 
• Singlemode SC/APC-SC/APC connec-

Ɵon 

• Low bend radius Įber; ITU-T 
G.657.B3. with 3mm jackeƟng 

• Visual Proper ConnecƟon IndicaƟon 
when used on our wall plate  

Field Installable Connector 

FIC-01SMXX-12  
12 SC/APC connector kit, assembling jig, 

Įber holder and 12 900μm tube for 
250μm Įber. Waivered 

 • Pre-polished, no epoxy required 

• InserƟon Loss: 0.3dB typical 

• OperaƟng Temperature: -40C to +75C 


